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1. GENERAL 

1.01 This specification covers the connections for the hand telephone sets 
(hanging type) that are listed in Table A. 

1.02 Omitted on issue 2 of this page. 

2, REQUIREMENTS 

2.01 The sets covered by this specification shall be connected as shown on 

the drawings listed in Table A, except in the case of 211L, 211M, 21 IP, 
212L, and 212M sets equipped with a 61M filter. On sets of the latter 
description, the connections will vary from those of the applicable drawing. 
These variations are covered in Table B. 


TABLE A 

Hand Telephone Sets - Connection Drawings 


Code No. 

Dwg No. 

Note 


Code No. 

Dwg No. 

Note 

11 7A & C 

LA701792 

0 


212A, B, & C 

ESL738871 


20 1 A, B, C, & D 

ESL738869 



212L & M 

LA540288 


211A, B, C, & D 

ESL738870 



213A, B, & C 

ESL738874 


21 IE, F, G, & H 

ESL738872 



213E 

LA700897 


211J, L, & M 

LA540287 

00 


214A, B, C, & D 

ESL738873 


21 IN & P 

LA567970 

©© 






Notes 

^ The wiring shown in broken lines is not part of the hand telephone sets. 

( 2 ) The left figure applies to the 213E set. 

(3) The right upper figure applies to 211J sets and the right lower figure 
applies to 211L and M sets. 

@ The right upper figure and the right lower figure apply to 21 IN and P 
sets respectively. 


TABLE B 


Code No. 
of Set 

Strapping Lead 

Omitted 

Termination of Filter Leads 

Y ellow 

Red 

Black 

211L, 211M, 
212L & 212M 

Black-between term. Y of 
dial and term. BK of mtg 

Term. Y 
of dial 

Term. BK 
of mtg 

Term. BK 
of dial 

211P 

Green-between term. G of 
dial and term. 1 of mtg 

Term. G 
of dial 

Term. 1 
of mtg 

Term. BL 
of dial 




Y ON G2 MTG. 
YT ON G7 MTG. 


RR-YY breaks 
before Y-YY + 
or YT-YY 

make «J"U 


Rec. 


S Makes ! 
f last i 


BK Y W GN 


61M Filter 
(See note) 

rfreil 


51/2 in- MlWCord 


1 - l- 


1 X.*i 

l + -+--J 

j I 
^1 ^1 
Ol Oi 

coj = 

00 i >1 


Black 


Blue L 


BL TERM. ON G7 MTG. 



White — 
Dial Cord 


Note:- If filter is not provided 
connect BK mounting contact 
to Y of dial with a 5Vfe inch 
MlWcorda 
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FIG. 1 
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CORDING FOR DIAL SERVICE 
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REAR VIEW 


FRONT VIEW 

SHOWING CONNECTIONS 
OF THE BLACK AND WHITE 
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